
 
  



 
  

Table 1: Peak Weld Current and External Cabling Gauge Number (AWG). 
Four and eight AWG cabling is typically seen when using hand held attachments 

 DC Mode CD Mode 

TCB Electrode Pk Current Max 1,000A  -- 

TCB Electrode Pk Current Min 10A  -- 

1 AWG 4 Ft -- 6,000A  

4 AWG 6 Ft -- 4,500A  

8 AWG 6 Ft -- 2,400A  

Table 2: General Technical Specifications 

Feature Feature Feature 

Dual Pulse Dual Pulse Dual Pulse 

Pulse 1  Pulse 1  Pulse 1  

Pulse 2  Pulse 2  Pulse 2  

Peak Current 800 Amps 6,300 Amps 



 

Table 3: Weld Speeds 

 DC Mode CD Mode 

Duty Cycle 50% -- 

Rep Rate -- 144 welds/min @ 100% Energy 

Rep Rate -- 224 welds/min @ 50% Energy 

Table 4: Weld Pulse Characteristics 

 DC Mode CD Mode 

Min Output 0.2V 0.1 ws 

Max Output 12V 170 ws 

Pulse Width Min 0.5 ms 0.5 ms 

Pulse Width Max 500 ms 24 ms 

Rise Time (to Max 
Voltage) 

0.2 ms 0.2 ms 

Table 5: Physical Characteristics. 

 D-CD320 

 Inches cm 

Height 10.5 26.7 

Width 12.0 30.5 

Depth 13.5 34.3 

Weight 41 lbs 19 kg 


